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INTRODUCTION 

A shock tube driven by an a r c  discharge has recent ly  been 
placed i n  operation a t  Ames Research Center. 
b e  used for  gas physics and chemical k ine t i c s  research. 
with t h i s  use it w a s  designed t o  produce shock wave ve loc i t i e s  as 
high as 12  km/sec and t o  obtain i n i t i a l  test  gas pressures as  low as 
1Oy of Hg. 
sions,  t h e  most s ign i f i can t  being t h e  6-inch i n t e r n a l  diameter of t h e  
dr iver ,  t h e  l a rges t  diameter a r c  heated dr iver  known t o  t h e  author. 
The per t inent  physical  fea tures  of t h e  shock tube, pa r t i cu la r ly  those 
r e l a t e d  t o  t h e  performance objectives,  a r e  described herein. The 
primary features of t h e  energy storage and del ivery por t ion  of t h e  
shock tube system and t h e  problems encountered i n  placing t h e  capac- 
i t o r  bank i n  operation are discussed. 
obtained i n  checking t h e  operation of t h e  shock tube a r e  a l s o  presented. 

This shock tube is  t o  
Consistent 

The shock tube has comparatively l a r g e  physical dimen- 

A f e w  preliminary tes t  r e s u l t s  

DESCRIPTION OF FACILITY 

Shock Tube 

The over -a l l  arrangement of t h e  shock tube i s  shown i n  f i g u r e  1. 
I n  designing t h i s  f a c i l i t y ,  t h e  following three requirements were 
considered: 
(mm/psec) or grea te r  i n  order t o  simulate planetary entry conaitions;  
(2)  capabi l i ty  for low driven gas pressures i n  order t o  s t r e t c h  t h e  
nonequilibrium reac t ion  zone t o  a resolvable  length; (3)  adequate test-  
ing t i m e  a t  t hese  low driven gas pressures i n  order t o  study t h e  
reac t ions  of i n t e r e s t .  

(1) high shock wave ve loc i t i e s ,  of t h e  order of 12 km/sec 

I n  t h e  following sections,  t h e  per t inent  features of t h e  shock 
tube will be discussed i n  l i g h t  of meeting t h e  performance object ives .  
The discussion w i l l  proceed from t h e  dr iver  t o  t h e  driven tube, much 
t h e  same as t h e  operat ional  chain of events. 

Driver. - The first requirement c l ea r ly  d ic ta ted  t h e  necessi ty  f o r  
an e.rc heated dr iver  gas of low molecular weight, as demonstrated i n  
t h e  pioneering work uf references 1 and 2. 
d r iver  i s  shown i n  f igu re  2. 
a nominal 6-inch ins ide  diameter, was se lec ted  i n  compromise t o  t h e  
following considerations : 

A deta i led  drawing of t h e  
The comparatively la rge  Griver diameter, 

It was desired t o  have a nonoscil latory a r c  
discharge i n  the  dr iver .  
lates t h a t  t h e  RC t i m e  constant of t h e  c i r c u i t  
must be a ce r t a in  value. On t h i s  basis ,  and 
s ince  t h e  res i s tance  of t h e  dr iver  i s  inversely 
proportional t o  i t s  area,  calculat ions were 
made which indicated t h a t  a dr iver  diameter as 
l a rge  as about 6 inches could be used with a 
good cer ta in ty  of a nonoscil latory discharge. 

This c r i t e r i o n  s t ipu -  



-2 - 

It w a s  believed tha t  t h e  driven tube t o  dr iver  
area r a t i o  should be small ( f o r  a r c  discharge 
shock tubes, t h e  usual prac t ice  i s  f o r  t h e  area 
r a t i o ,  Adriven tube/Adriver, t o  be grea te r  than 
1.0) .  
produce a given shock wave increases with area 
r a t i o ,  t h e  choice of a small area r a t i o ,  say 
f o r  example 4.0, would make f o r  much more eff i -  
c ien t  use of the  capacitor bank energy. 
example, normalizing t h e  energy required,  Q, 
t o  an area r a t i o  of 1, would give 
area r a t i o  of 4, and Q = 10 f o r  an area r a t i o  
of 20.) It was a lso  believed, and more i n t u i -  
t i v e l y  than t h e  above considerations,  t h a t  t h e  
t r a n s i t i o n  from the driver t o  driven tube with- 
out perturbing the  in te r face  and decreasing t h e  
ava i lab le  t e s t i n g  time would be  more favorable 
with a smaller area r a t i o .  

Since t h e  amount of energy required t o  

(For 

Q = 2 f o r  an 

(3) It was known f o r  reasons described i n  t h e  next 
sect ion t h a t  t h e  driven tube diameter would 
have t o  be  about 12 inches. 

With t h e  above considerations i n  mind, it w a s  decided t o  make 
t h e  dr iver  diameter as la rge  as possible,  and a nominal diameter of 
6 inches w a s  selected.  

The length of an a r c  heated dr iver  of t h i s  type must be  as short  
as possible  so t h a t  t h e  maximum driver gas temperature (sound speed) 
i s  a t ta ined  with a given amount of energy input.  However, a minimum 
length i s  s t i p u l a t e d  by t h e  c r i t e r i o n  t h a t  t h e  ra refac t ion  wave, 
generated by t h e  diaphragm opening, and r e f l e c t e d  from t h e  r e a r  of t h e  
dr iver ,  does not catch up w i t h  t h e  t e s t  gas. 
length i s  therefore  inversely proportional t o  shock wave velocity.  
With t h i s  i n  mind, provision was made f o r  varying t h e  i n t e r n a l  length 
of t h e  dr iver  up t o  2 fee t .  

The'required driver 

Figure 3 i s  a g h s t e g r q h  of t h e  dr iver .  The co l lec tor  rings and 
e l e c t r i c a l  cables, t o  be described later,  are seeii tit t h e  ecd of t h e  
driver.  
walls of t h e  dr iver ,  consists of two 1/8-inch sheets,  r o l l e d  and 
pressed i n t o  t h e  dr iver  chamber. 
gered 180' t o  provide adequate e l e c t r i c a l  insulat ion.  
fabr icated with a modified 18-8 s t a i n l e s s  s t e e l  having a very low 
permeability. 

The t e f l o n  l i n e r ,  which prevents t h e  a r c  from s t r i k i n g  t h e  

The seams of t h e  sheets are s tag-  
The dr iver  i s  

Diaphragm and t r a n s i t i o n  sect ion.-  The shock wave s t a b i l i z i n g  
sect ion and t h e  diverging section accomplish t h e  t r a n s i t i o n  from t h e  
6-inch diameter of t h e  driver t o  t h e  12-inch diameter of t h e  driven 
tube. The diaphragms a r e  held a t  t h e  upstream end of t h e  shock wave 
s t a b i l i z i n g  section. A provision has been incorporated which allows 
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a 

t h e  diaphragms t o  b e  mounted and the  driven tube i n  t u r n  evacuated 
independently of t h e  dr iver  being coupled t o  t h e  diaphragm section. 

F l a t  scored diaphragms, as shown i n  f i g u r e  4, are used. They 
a r e  scored t o  various depths t o  control t h e i r  bursting pressure. 
scoring i s  accomplished with an end m i l l  which cu ts  a 90' included 
angle groove. 
less steel, rupture  i n t o  a square section, shown i n  f i g u r e  5. The 
recesses  f o r  t h e  diaphragm p e t a l s  t o  f o l d  i n t o  upon rupturing are 
c l e a r l y  seen i n  f igure  5. The square cross  sec t ion  was chosen, as 
opposed t o  a c i r c u l a r  cross section, t o  minimize t h e  r i s k  of losing 
pe ta l s .  The square port ion of t h e  diaphragm sec t ion  transforms 
smoothly i n t o  t h e  6-inch-diameter c i r c u l a r  configuration of t h e  
driven tube 's  shock wave s t a b i l i z i n g  section. 

The 

The diaphragms, which are fabr ica ted  of an  18-8 s t a i n -  

The purpose of t h e  shock wave s t a b i l i z i n g  sect ion was t o  allow 
t h e  shock wave t o  become at l e a s t  p a r t i a l l y  formed before entering 
t h e  diverging section. The equivalent conical  diffusion angle of t h e  
diverging sect ion defined as 

(Maximum diameter) - (Minimum diameter) 
Length of sec t ion  a, tan-' 

w a s  held a t  12' t o  minimize shock wave per turbat ion of t h e  interface.  
The entrance and e x i t  portions of t h e  diverging sect ion w e r e  f a i r e d  
with a radius  of curvature equal t o  t h e  l o c a l  diameter. The d i f fu-  
s i o n  angle and shape of t h e  entrance and e x i t  fairing were believed 
t o  be p a r t i c u l a r l y  important since t h e  s t rength and curvature of t h e  
oblique shock waves that stand at t h e  e x i t ,  as well as t h e  p o s s i b i l i t y  
of having a normal shock wave at t h e  f o c a l  point of t h e  oblique shock 
waves,are increased with l a r g e  diffusion angles and sharp corners. 

Driven tube. - The second and t h i r d  requirements, defined e a r l i e r  
i n  t h i s  section, are concerned mainly with t h e  driven tube. An over- 
sll ~ r 5 e w  of t h e  driven tube w a s  given i n  f igure  1 and a photograph i s  
presented i n  f i g u r e  6. 

The second requirement s t i p u l a t e s  material, i n t e r n a l  f i n i s h ,  and 
vacuum pumping f o r  the  driven t u b e .  
p rac t ice ,  type 304 s t a i n l e s s  s t e e l  tubing w a s  used and t h i s  was honed 
t o  an i n t e r i o r  f i n i s h  of a t  least RMS 16. Vacuum pumping capacity 
adequate t o  obtain an ultimate pressure at least two orders of magni- 
tude lower than t h e  lowest ant ic ipated i n i t i a l  driven tube pressure 
was incorporated (ultimate vacuum of mm of Hg i s  obtainable i n  
t h e  driven tube) .  

Consistent with good vacuum 
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The t h i r d  requirement sets t h e  s i z e  of t h e  driven tube. 
behavior of t h e  in t e r f ace  between the dr iven and dr iver  gas is  not 
i d e a l  i n  any shock tube,  but t h i s  behavior i s  pa r t i cu la r ly  non-ideal 
at  t h e  low gas dens i t i e s  required fo r  chemical k ine t i c s  research. 
A t  t hese  conditions,  t h e  in t e r f ace  is  far from being a planar sur- 
face,  behaving, i n  f a c t ,  s imi la r ly  t o  t h e  leaky p i s ton  which t r a v e l s  
at a ve loc i ty  g rea t e r  than i t s  i d e a l  ve loc i ty  and thereby decreases 
t h e  length of t h e  usefu l  slug of gas between t h e  shock wave and t h e  
interface.  
t e s t i n g  t i m e  i s  increased by increasing t h e  driven tube length u n t i l  
t h e  in t e r f ace  and t h e  shock wave are t r a v e l l i n g  a t  t h e  same veloci ty .  
Then t h e  slug of test  gas becomes a f ixed  length,  and no fu r the r  
increase i n  testing t i m e  i s  rea l ized  with increased length.  
phenomenon governs t h e  p r a c t i c a l  length of t h i s  type of shock tube. 
Testing t i m e  i s  a l s o  increased by increasing t h e  diameter of t h e  
dr iven tube and it Will change i n  proportion t o  t h e  square of t h e  
diameter. 

The 

The result i s  a decrease of testing t i m e .  The useful 

This  

The 12-inch diameter was chosen because it appeared t h a t  it 
would provide a testing t i m e  adequate for the  needs of t h e  research. 
(A minimum testing t i m e  of 10 psec w a s  necessary.) The over-al l  
length of 32-l/2 f e e t  from t h e  diaphragm t o  t h e  center of t h e  test  
sec t ion  was se lec ted  s ince  it was long-enough t o  give nearly maximum 
t e s t i n g  t i m e ,  y e t  not long enough t o  be physical ly  cumbersome. 

E l e c t r i c a l  Components 

On t h e  basis of parametric calculat ions of t h e  energy input i n t o  
t h e  dr iver  t h a t  i s  required t o  produce shock waves with a ve loc i ty  of 
12  km/sec an energy s torage of 1x10" J i n  t h e  capacitor bank w a s  
se lected.  A survey of experimental information on the  voltage neces- 
sary t o  produce an a rc  of a given length indicated t h a t  approximately 
7.5 k V / f t  were needed. 
g i n  f o r  a 2-foot dr iver  length,  a vol tage of 20 k V  was se lec ted  for 
t h e  capaci tor  bank. 

I n  order t o  provide an adequate operating mar- 

Capaeltm b a k . -  The 1 MT bank contains a t o t a l  of 208 capaci tors ,  
each r a t ed  fo r  20 kV and having a nominal capacitance of 24 1.18. The 
bank i s  divided i n t o  four segments so that t h e  energy input i n t o  t h e  
d r ive r  can be var ied  i n  un i t s  of 250,000 J at  full r a t ed  vol tage or a t  
any intermediate value by varying the charge voltage. Within each 
segment there are 4 rows of 13 capaci tors  and each row of 13  i s  bused 
together  i n  p a r a l l e l .  A schematic diagram of one row i s  shown i n  f i g -  
ure 7. 
co l l ec to r  ring on t h e  driver.  
f u s e  between i ts  high voltage terminal and t h e  common high vol tage bus. 
It i s  necessary t o  bus t h e  capacitors together  i n  groups of 13 t o  insure  
t h a t  there is, immediately avai lable ,  su f f i c i en t  energy t o  ac tua te  a 

Thir teen coaxial  cables connect each high voltage bus t o  t h e  
Each capaci tor  has an expulsion type 
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fuse  (approximately 10 to 15  W) before t h e  rest of t h e  bank can 
discharge i n t o  a f au l ty  capacitor.  A photograph of t h e  physical  
arrangement of t h e  bank showing fuses and charging r e s i s t o r s  ( tubes 
a t  t h e  bottom of photograph) i s  given i n  f igu re  8. The v e r t i c a l  
p a r t i t i o n s  shown between t h e  fuses are necessary t o  prevent t h e  
plasma flare from an exploding fuse from short ing out t h e  adjacent 
fuse.  

Several  problems have been encountered i n  t h e  i n i t i a l  operation 
of t h e  capacitor bank. 
s i t ua t ions  wherein it was necessary t h a t  a fuse  i s o l a t e  t h e  f a u l t y  
capaci tor  i n  order t o  prevent t h e  energy i n  t h e  rest of t h e  bank from 
being discharged i n t o  t h a t  f a u l t y  capacitor.  
sions,  t h e  fuses  have f a i l e d  t o  function properly. 
f irst  fuse failure appeared t o  be a plasma leak from t h e  fuse case 
which shorted t h e  high voltage bus and t h e  ground bushing of t h e  
capaci tor .  
det ermined. 

Fa i lures  of capaci tors  have occurred i n  

However, on two occa- 
The cause of t h e  

The cause of t h e  second fuse failure has not been 

The capaci tors  used i n  t h i s  bank are not r a t e d  f o r  vol tage 
reversa l .  
shor t  l i fe ;  i n  t h i s  case 500 hours of e l e c t r i f i c a t i o n .  
designed t o  operate at a high s t a t i c  d i e l e c t r i c  stress of 2500 V / m i l ,  
based on d i e l e c t r i c  pad thickness.  Since f o r  t h e  most pa r t  similar 
capaci tors  with a high s t a t i c  d i e l e c t r i c  stress have not been used 
extensively throughout t h e  country, the only safeguard f o r  insuring 
that problems are not encountered is  t o  submit t h e  capaci tors  t o  a 
thorough testing program before in s t a l l a t ion .  Accordingly t h e  f o l -  
lowing t e s t i n g  program i s  being i n i t i a t e d  f o r  t h e  capaci tors  of t h i s  
bank : 

They are r a t e d  fo r ,  w h a t  is  comparatively speaking, a 
They are 

All capaci tors  s h a l l  be submitted t o  t h e  following 
tests a t  t h e  factory: (a) high vol tage d i e l e c t r i c  
t e s t  a t  150 percent r a t ed  vol tage (30,000 V) f o r  
1 minute. 
capaci tor  failure was t h e  d i e l e c t r i c  damage result- 
ing from a fabr ica t ion  e r ro r . ) ;  ( b )  discharge tests 
f o r  a t o t a l  of 10 shots on each capaci tor  at 60,000 A 
Peak current ,  65 percent reversa l ,  and 24 kc d i s -  
charge frequency. 
25,000 A, nonoscil latory peak current  discharge.)  

(It has been determined t h a t  one source of 

(The capaci tors  are i-ated fsr 

(2) Upon rece ip t  of t h e  capaci tors  a t  t h e  s i te ,  t h e  follow- 
i n g  tests w i l l  be performed t o  de tec t  t ranspor ta t ion  
damage: (a) high voltage d i e l e c t r i c  test  at 125 per-  
cent r a t e d  voltage (25,000 V) for 1 minute; (b) d i s -  
charge t e s t  fo r  a t o t a l  of 10 shots  on each capacitor 
at 25,000 A, c r i t i c a l l y  damped. 
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After t h e  capacitors a r e  i n s t a l l e d  i n  t h e  racks, t h e  e n t i r e  
bank w i l l  be charged t o  ra ted  voltage and discharged a s u f f i c i e n t  
number of t i m e s  t o  prove t h a t  the capacitor bank i s  f u l l y  opera- 
t i o n a l .  During these t e s t s ,  the  capacitors w i l l  be bused together 
only through t h e i r  charging r e s i s t o r s .  

Collector r ings . -  The energy from each of t h e  four segments 
of t h e  capacitor bank i s  fed t o  t h e  r e a r  electrode of t h e  dr iver  
through a coaxial  co l lec tor  ring. 
t o r  r ings  i s  shown i n  f igure  9. The outer r i n g  i s  t h e  ground termi- 
na l  and t h e  inner r ing  i s  t h e  high voltage co l lec tor .  The inner 
and outer rings a r e  connected by a micarta insulator .  Each col lec-  
t o r  r i n g  is  separately removable from t h e  dr iver  and i s  attached t o  
a grounded p l a t e  when i t s  par t icu lar  segment of t h e  capacitor bank 
i s  not i n  use. 

One of t h e  four coaxial  col lec-  

Arc i n i t i a t o r . -  The arc i s  i n i t i a t e d  with an exploding w i r e ,  
s i m i l a r  i n  arrangement t o  t h a t  described i n  reference 2. I n  t h e  
p r e f i r e  condition, t h e  wire i s  held away from t h e  rear electrode by 
a nylon rod. Upon f i r i n g ,  a solenoid releases  t h e  spring-loaded 
rod and t h e  w i r e  i s  drawn back u n t i l  an arc i s  establ ished between 
t h e  wire and t h e  r e a r  electrode. 
0.010-inch-diameter aluminum, provides the support at t h e  f ront  
electrode. 

A simple yoke of t h e  same w i r e ,  

Current viewing shunt. - I n  order t o  determine t h e  e l e c t r i c a l  
eff ic iency of t h e  driver,  it i s  necessary t o  know t h e  current i n  
t h e  a r c  discharge. The shunt f o r  making these measurements ( f i g .  2) 
i s  an i n t e g r a l  par t  of t h e  driver and measures t h e  t o t a l  current i n  
t h e  discharge a t  one t i m e  as opposed t o  t h e  usual technique of meas- 
uring t h e  current i n  a f e w  cables. The current is determined from 
t h e  voltage drop across t h e  shunt which i s  measured through separate 
leads attached a t  each end of t h e  shunt. The shunt i s  fabricated of 
1/8-inch-thick type 330 s t a i n l e s s  steel. 
was measured with a compensated Kelvin bridge. The e r r o r  i n  shunt 
s igna l  due t o  t h e  inductance of t h e  shunt and leads has been calcu- 
l a t e d  t o  be no more than 1 percent of t h e  t o t a l  s ignal .  Thus, t h e  
current i n  t h e  a r c  can be measured t o  good accuracy. 

Resistance of t h e  shunt 

Safety Features 

The e n t i r e  capacitor bank and dr iver  a r e  housed i n  a protect ive 
room. 
and t h e  outside i s  covered with 1-1/2 inches of plywood. T h i s  has 
proved adequate f o r  stopping shrapnel from t h e  explosion resu l t ing  
from a capacitor f a i l u r e  wherein 600,000 J was discharged i n t o  a 
f a u l t y  capacitor. The protect ive room i s  Vacated and locked before 
e i t h e r  t h e  driver or t h e  capacitor bank i s  charged. Before t h e  
capacitor bank can be charged, a s e r i e s  in te r lock  chain encompassing 

The ins ide  of t h e  room i s  l i n e d  with 1/8-inch s t e e l  sheet,  



, - _  

-7 - 

protec t ive  room door locks, driver charging valves, driven tube 
charging and evacuation valves, and dr iver  arming m u s t  i nd ica t e  t h a t  
it is  safe t o  proceed. 
t e c t i v e  room door locks cannot be opened unless t h e  bank vol tage is 
less than 20 V. 
as t o  be c l e a r l y  v i s i b l e  t o  a l l  personnel entering t h e  pro tec t ive  
room and t o  ind ica t e  t h a t  t h e  bank i s  grounded. 

A f t e r  t h e  bank has been charged, t h e  pro- 

A motor driven bank grounding switch is  s i t u a t e d  so 

Some performance data have been obtained i n  t h e  process of 
checking t h e  operation of t h e  shock tube. These data  a r e  so l e ly  con- 
cerned with t h e  shock tube i t s e l f  and do not represent research data. 
A l l  of t h e  t e s t i n g  has been with a i r  as t h e  driven gas. 

To assess t h e  performance of a shock tube of t h i s  type, it i s  
important t o  know t h e  e l e c t r i c a l  efficiency of t h e  discharge process. 
The energy ac tua l ly  d iss ipa ted  i n  t h e  discharge process is:  

W = E ( t ) I ( t ) d t  
0 

and t h e  e l e c t r i c a l  eff ic iency i s  then defined as 

where C i s  bank capacitance, E i s  bank voltage, and I i s  d i s -  
charge current .  The t i m e  dependent voltage and current  are obtained 
from oscil loscope records as shown i n  f igure  10. The e l e c t r i c a l  
e f f ic ienc ies  obtained i n  t h i s  manner a r e  between 70 and 80 percent 
which are lower than t h e  9 t o  95 percent values of reference 2. The 
reason f o r  these  low values has not been determined. 

Tke pri=Ty m~8.siire of t h e  eff ic iency of an a r c  discharge shock 
tube  i s  defined by i t s  a b i l i t y  t o  produce a ce r t a in  shock wave ve loc i ty  
f r o m t h e  energy discharged i n t o  t h e  dr iver .  The i d e a l  energy density 
required t o  produce a shock wave of a given ve loc i ty  i s  shown i n  f i g -  
ure 11. These curves were calculated f romthose  of reference 2 and 
are p lo t t ed  f o r  a constant i n i t i a l  pressure of atmosphere of a i r  
i n  t h e  driven tube, and f o r  various i n i t i a l  pressures i n  t h e  dr iver .  
A l s o  p lo t t ed  i n  t h i s  f i gu re  a r e  severa l  experimental points  t h a t  have 
been obtained i n  t h e  preliminary tests. The experimental po in ts  have 
been obtained with the  in t e rna l  length of t h e  dr iver  set a t  12  inches 
which gives a volume of 5105 em3. The low energy dens i t i e s  a r e  due t o  
l i m i t i n g  t h e  capaci tor  bank voltage t o  10 kV u n t i l  t h e  t e s t i n g  program 
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discussed earlier had been completed and t h a t  only 156 capaci tors  
(3750 pF) w e r e  avai lable .  Extrapolation of t h e  performance obtained 
with energy dens i t i e s  i n  the  range of 26 t o  37 J/cm3 t o  t h e  value of 
195 J/cm3 obtainable with a ful l  megajoule of energy i n  t h e  capaci-  
t o r  bank indica tes  t h a t  shock wave v e l o c i t i e s  i n  excess of 12 km/sec 
should be  obtained. 
energy densi ty  required t o  produce t h e  measured shock ve loc i ty  divided 
by t h e  a c t u a l  energy density gives: 

Defining t h e  over -a l l  eff ic iency as t h e  i d e a l  

This e f f ic iency  takes  i n t o  account a l l  possible  losses  such as a r c  
losses ,  r ad ia t ion  from t h e  dr iver  gas, and non-ideal shock tube per-  
formance. It can be seen from f igure  11 t h a t  over-al l  e f f i c i enc ie s  as 
high as 60 percent have been obtained. This  f igu re  compares w e l l  with 
t h e  50 percent eff ic iency t h a t  i s  usually obtained with t h i s  type of 
shock tube. 

The shock wave ve loc i t i e s  have been measured by observing t h e  
r ad ia t ion  behind t h e  shock wave with photomultipliers and by ioniza- 
t i o n  gages, loca ted  at two accurately known s t a t ions .  The photomulti- 
p l i e r s  had an S-5 spec t r a l  response. 
data t h e  r ad ia t ion  was collimated by two 0.0015-inch slits, 1 foot  apar t .  

I n  order t o  obtain meaningful 

Typical outputs of t h e  photomultipliers a t  two d i f f e ren t  i n i t i a l  
driven tube pressures are shown i n  f igu re  12. 
both traces i s  taken t o  be t h e  nonequilibrium rad ia t ion  from behind t h e  
shock wave. The shock wave w a s  assumed t o  have a r r ived  when t h e  s igna l  
was 2 percent of i t s  maximum value. The jagged s igna l  immediately f o l -  
lowing i s  in te rpre ted  as t h e  dr iver  gas rad ia t ion .  The low l e v e l  of t h e  
dr iver  gas r ad ia t ion  i s  as  would be expected from the  low energy den- 
s i t ies  of t h e  t e s t i n g  t o  date. The t e s t i n g  times appear t o  be about 30 
t o  40 psec or s l i g h t l y  grea te r  than half t h e  i d e a l  value. These values 
a r e  grea te r  than those presented i n  reference 3 (a 6-inch-diameter 
driven tube) as would be expected from t h e  l a rge r  driven tube diameter 
of 12 inches. 

The i n i t i a l  spike i n  

A t y p i c a l  output of an ionizat ion gage i s  a l s o  shown i n  f igu re  12. 
The s igna l  r ise f romthese  gages i s  much more sharply defined. The 
shock v e l o c i t i e s  presented i n  f igure  11 a r e  based on t h e  ion iza t ion  
gage s ignal .  

The pressures  i n  t h e  driver have been measured with a Kistler 
Model 601 Transducer. 
l i n e r  and a 1/32-inch sheet of t e f l o n  was placed a t  t h e  bottom of t h e  
hole. The face  of t h e  transducer w a s  backed up against  t h e  1/32-inch 
sheet.  A t y p i c a l  output t r a c e  is  shown i n  f igu re  13. This output has 
been f i l t e r e d  with a 50 kc f i l t e r ,  but t he re  i s  s t i l l  a s ign i f i can t  

A small 1/8-inch hole was d r i l l e d  through t h e  



amount of r inging. 
made and t h i s  checks f a i r l y  w e l l  wi th  an t i c ipa t ed  r e s u l t s .  
h i s tory  of dr iver  pressure i s  evident. 

However, a rough estimate of t h e  pressure can be 
The time 

CONCLUDING REMARKS 

From t h e  preliminary r e s u l t s  t ha t  have been obtained, t h e  
following remarks can be made: 

Preliminary evaluation indicates  t h e  achievement of f a i r l y  high 
over -a l l  e f f i c i enc ie s .  
with energy dens i t ies  of l e s s  than 37 J/cm3 t o  t h e  value of 195 J/cm3 
obtainable with a f u l l  megajoule of energy i n  t h e  capaci tor  bank indi -  
ca tes  t h e  shock wave ve loc i t i e s  i n  excess of 12 km/sec should be 
obtained . 

Extrapolation from t h e  performance obtained 

The t e s t i n g  t i m e s  indicated appear t o  be qu i t e  good. This 
confirms t h e  choice of a la rge  diameter driven tube. 

Problems have been encountered w i t h  capaci tor  and fuse  failures. 
A t e s t i n g  program has been i n i t i a t e d  t o  prove t h a t  t h e  capacitor bank 
i s  operational.  
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Fig. 8. - Vie;;. of capacitors, fuses, charging r e s i s t o r s ,  and r e l a t e d  busvork. 
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Fig. 11.- Theoret ical  and ac tua l  shock wave v e l o c i t i e s  as a function of energy 
input t o  dr iver  and i n i t i a l  dr iven charging pressure. 



50 psec/cm 

(a) Photomultiplier output a t  an i n i t i a l  driven tube pressure of a t m  
and a shock veloci ty  of 8.1 km/sec. 

50 psecicm 

( b )  Photomultiplier output a t  an i n i t i a l  driven tube pressure of 3~10'~ a t m  
and a shock veloci ty  of approximately 7 km/sec. 

20 psec /cm 

( e )  Ionizat ion gage output a t  an i n i t i a l  pressure of a t m  and a shock 
veloci ty  of 7 .1  km/sec. 

Fig. 12.- Oscilloscope t races  for shock ve loc i ty  measurements. 
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Fig. 13. - Oscilloscope record of transducer output measuring dr iver  pressure.  
I n i t i a l  d r iver  charging pressure i s  13.6 a t m .  
on 100 percent eff ic iency i s  226 a t m .  
f i l t e r  (500 psi/cm = 34 atm/cm) . 

I d e a l  maximum pressure based 
Output has been f i l t e r e d  with a 50 kc a 


